
Existing end gable to have existing slates 
carefully removed and stored for re-use.  Stone 
wall behind to have loose mortar raked out and 
be fully repointed with lime mortar and 'snecks', 
where necessary, to fill larger voids.  Re-hang 
original slates, supplemented with matching 
reclaimed examplesand include for Code 4 
lead apron flashing to be fixed under verge of 
main roof  and be dressed min. 150mm over 
head of slates.

New 75mm Ø Cast Iron 
Gutters on brackets.

New 75mm Ø Cast Iron 
Gutters on brackets.

New 75mm Ø Cast Iron 
Gutters on brackets.

New 75mm 
Ø Cast Iron 
RWP.

New 75mm 
Ø Cast Iron 
RWP.

Allow for existing stone flags to be 
carefully removed and stored to enable 
existing rafters to be renewed as required 
and insulation to be inserted between and 
below.  Overlay with new breathable 
membrane and refit original flags, 
supplemented with reclaimed matching 
examples, on new treated s.w. battens.

Existing chimney 
to be repointed 
using lime mortar.

Existing stone flags to be carefully removed 
and stored for use on single storey 
extension.  Existing purlins and rafters to be 
inspected for condition / decay, etc., and 
replaced with matching sections as required. 
Insert insulation between and below rafters.  
Overlay with new breathable membrane and 
finish with matching reclaimed natural slate 
on new 50 x 38mm treated s.w. battens.

Existing natural slates to be carefully 
removed and stored.  Existing purlins and 
rafters to be inspected for condition / decay, 
etc., and replaced with matching sections as 
required. Insert insulation between and 
below rafters.  Overlay with new breathable 
membrane and re-use original stone flags, 
supplemented with matching reclaimed 
examples on new 50 x 38mm treated s.w. 
battens.

Replace existing door, in 
accordance with Window 
and Door Repairs Schedule.

Renovate existing window, 
as Window and Door 
Repairs Schedule.

Renovate existing window, 
as Window and Door 
Repairs Schedule.

Install new h.w. frame and vertical T & G 
boarded door, in accordance with Window 
and Door Repairs Schedule.  (Note:  In 
position of 'door' opening, in original wall 
which had been blocked up at some time).

Install new h.w. framed casement 
window, in accordance with Window 
and Door Repairs Schedule.

EDG.3

WG.3.a

WG.3.b

WG.3.c WG.4.a

WG.4.b

WG.4.c

WG.5

WF.4.a

WF.4.b

WF.4.c WF.5.a

WF.5.b

WF.5.c

EDG.2

New 75mm 
Ø Cast Iron 
RWP.

New 75mm Ø Cast Iron 
Gutters on brackets.

New 75mm 
Ø Cast Iron 
RWP.New 75mm Ø Cast Iron 

Gutters on brackets.

Existing chimney 
to be repointed 
using lime mortar.

Existing chimney 
to be repointed 
using lime mortar.

Existing fixed light casements 
repaired, as Window and Door 
Repairs Schedule.

Existing fixed light casements 
repaired, as Window and Door 
Repairs Schedule.

Existing natural slates to be carefully 
removed and stored.  Existing purlins and 
rafters to be inspected for condition / decay, 
etc., and replaced with matching sections as 
required. Insert insulation between and 
below rafters.  Overlay with new breathable 
membrane and re-use original stone flags, 
supplemented with matching reclaimed 
examples on new 50 x 38mm treated s.w. 
battens.

Due to structural collapse of original single 
storey outbuilding, new roof to be constructed 
using 150 x 200mm treated C16 purlins and 
100 x 38mm C16 rafters @ 450mm cts, with 
insulation between and below rafters.  Overlay 
with new breathable membrane and re-use 
original salvaged stone flags, supplemented 
with matching reclaimed examples on new 50 
x 38mm treated s.w. battens.

Existing door retained with 
allowance for re-glazing 
original glass with new h.w. 
beading.

Existing door to be removed and 
repaired sufficiently to allow it to be fixed 
in the outward open position, flat against 
the adjacent external wall.  New h.w. 
framed bespoke vertical T & G boarded 
split 'stable' door, to be installed, in 
accordance with Window and Door 
Repairs Schedule.

Due to structural collapse of original 
single storey outbuilding, new walls to be 
constructed as blockwork cavity 
construction, including insulation, with an 
additional outer leaf of stone reclaimed 
from former building, tied back to block 
face with expanded s.s. mesh.  
Appearance to match original building 
with larger quoin stones used at corners.

EDG.4
EDG.1

Allow for bulging section of external 
wall to be rebuilt (hatched area), as 
indicated on approved Planning 
Drawings.

New 100mm 
Ø Cast Iron 
S & VP.

New 75mm 
Ø Cast Iron 
RWP.

New 75mm 
Ø Cast Iron 
RWP.

New 75mm Ø Cast Iron 
Gutters on brackets.

New 75mm Ø Cast Iron 
Gutters on brackets.

New 75mm 
Ø Cast Iron 
RWP.

New 75mm 
Ø Cast Iron 
RWP.

Allow for existing stone flags to be 
carefully removed and stored to enable 
existing rafters to be renewed as required 
and insulation to be inserted between and 
below.  Overlay with new breathable 
membrane and refit original flags, 
supplemented with reclaimed matching 
examples, on new treated s.w. battens.

Existing chimney 
to be repointed 
using lime mortar.

Existing natural slates to be carefully 
removed and stored.  Existing purlins and 
rafters to be inspected for condition / decay, 
etc., and replaced with matching sections as 
required. Insert insulation between and 
below rafters.  Overlay with new breathable 
membrane and re-use original stone flags, 
supplemented with matching reclaimed 
examples on new 50 x 38mm treated s.w. 
battens.

Existing stone flags to be carefully removed 
and stored for use on single storey 
extension.  Existing purlins and rafters to be 
inspected for condition / decay, etc., and 
replaced with matching sections as required. 
Insert insulation between and below rafters.  
Overlay with new breathable membrane and 
finish with matching reclaimed natural slate 
on new 50 x 38mm treated s.w. battens.

W E S T   E L E V A T I O N
N O R T H  E L E V A T I O N

S O U T H  E L E V A T I O NE A S T   E L E V A T I O N

EDG.5

WG.1.a WG.1.b

WG.2

WF.1

WF.2

WF.3

WG.6

Existing door renovated as Window and 
Door Repairs Schedule) and fixed in 
original position to allow door to be fixed 
in the closed position and sealed, 
against an insulated block cavity wall 
formed behind flush with inner wall face.

Remove 2 No. 
existing S & VPs.

New 75mm 
Ø Cast Iron 
RWP.

New 75mm Ø Cast Iron 
Gutters on brackets.

New 75mm Ø Cast Iron 
Gutters on brackets.

New 75mm 
Ø Cast Iron 
RWP.

New 100mm 
Ø Cast Iron 
S & VP.

New 75mm Ø Cast Iron 
Gutters on brackets.

New 75mm 
Ø Cast Iron 
RWP.

Existing chimney 
to be repointed 
using lime mortar.

Existing chimney 
to be repointed 
using lime mortar.

Due to structural collapse of original single 
storey outbuilding, new roof to be constructed 
using 150 x 200mm treated C16 purlins and 
100 x 38mm C16 rafters @ 450mm cts, with 
insulation between and below rafters.  Overlay 
with new breathable membrane and re-use 
original salvaged stone flags, supplemented 
with matching reclaimed examples on new 50 
x 38mm treated s.w. battens.

Existing stone flags to be carefully removed 
and stored for use on single storey 
extension.  Existing purlins and rafters to be 
inspected for condition / decay, etc., and 
replaced with matching sections as required. 
Insert insulation between and below rafters.  
Overlay with new breathable membrane and 
finish with matching reclaimed natural slate 
on new 50 x 38mm treated s.w. battens.

New h.w. framed 
arch-topped casement 
window, as Window and 
Door Repairs Schedule.

New h.w. framed casement 
window, as Window and 
Door Repairs Schedule.

New h.w. framed casement 
windows, as Window and 
Door Repairs Schedule

New h.w. framed casement 
window, as Window and 
Door Repairs Schedule.

Due to structural collapse of original 
single storey outbuilding, new walls to be 
constructed as blockwork cavity 
construction, including insulation, with an 
additional outer leaf of stone reclaimed 
from former building, tied back to block 
face with expanded s.s. mesh.  
Appearance to match original building 
with larger quoin stones used at corners.

New h.w. framed casement 
window, to match original 
pattern.

New h.w. framed 
arch-topped casement 
window, to match original 
pattern.
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