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Varies |

Terram 1000 or equal approved industrial
fabric lining to trench in silty ground where

indicated in the Contract or directed by the \
Engineer.
Type B il as Table 5/5 in Clause 505. /

Perforated surface water clay pipes /

to BS EN 295.

R

Depth varies

150

Single sized aggregate pipe bedding material /

Width varies

to springing level as specified in Clause 503

FRENCH / SURFACE WATER DRAIN

Soil and seed

Varies

This portion to be filled concurrently
with construction

Terram 1000 or equal approved

Soil and seed

Carriageway

Formation

industrial fabric lining to trench in silty
ground where indicated in the

Contract or directed by the Engineer /
. . ]
Type B fill as Table 5/5 in Clause 505

Single sized aggregate pipe bedding

material to springing level as
specified in Clause 503

Fill as directed in the Contract
or directed by the Engineer

Depth varies

150

/

Perforated surface water clay pipe to
BSEN 295

Width varies

CENTRAL RESERVE / OR VERGE /

SURFACE WATER DRAIN

Nominal diameter Trench width
of pipe
150 600
225 675
300 750

NOTES:-

1. Alldimensions in millimetres.

2. Ineach type of drain the edges of the trench lining
material at transverse joints shall have a minimum
overlap of 450 mm.




