
New timber framed casement window 
to replace existing with slimline double 
glazing; to match existing window in 
style

W34

All rear windows (indicated in blue) to 
be replaced with new timber framed 
casement windows with slimline double 
glazing, to match existing windows in 
style.

All existing plastic rainwater goods 
(indicated in red) to north elevation to 
be replaced with heritage style black 
aluminium gutters and downpipes.

Existing timber door to be replaced with 
new timber framed door with slimline 
double glazing, to match existing in 
style.
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All existing windows (indicated in blue) 
to be replaced with new timber framed 
sash windows with slimline double 
glazing, to match existing windows in 
style.
Any panes of historic glazing in good 
condition to retained if possible and 
used in construction of new window 
where possible - 1no. window to be 
constructed from retained glazing.

Existing cast iron gutter to be repaired 
and reinstated.
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New timber framed casement windows 
to side elevation to replace existing; all 
new windows to match existing in style

All existing fascia boards and plastic 
rainwater goods (indicated in red) to 
north elevation to be replaced with new 
timber fascia boards and heritage style 
black aluminium gutters and 
downpipes.
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Kitchen/Dining

Lounge

Snug Dining

LivingHall

WCUtility

Store

All internal doors to be repaired, rehung 
and redecorated - as per specification 
to top right.

Carefully lift existing stone flags to hall 
and lounge; carefully note and record 
position of each. Dig down and install 
new breathable limecrete solid floor 
construction beneath with recycled 
foamglass gravel insulation and relay 
stone flags in original locations. No 
damp proof membrane to be installed, 
to maintain breathability of floor 
construction.
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DOOR REPAIR SPECIFICATION

Carefully take down existing door and sand gently to 
remove top layers of paint and varnish finish.

Replace of any sections of moisture or rot damaged 
timber to lower section of doors with new hardwood timber 
sections spliced in to match the existing. The work must 
be undertaken by a joiner with experience of heritage 
projects. 

Replace the damaged, previously altered bottom rails of 
each door with deeper bottom rails, in hardwood timber to 
match the existing.

Repaint doors in off-white paint to match existing.

Rehang door in frame, adjusting hinges as necessary to 
ensure proper fit.
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