
320/460Ø Inspection
Chamber by Polypipe

Typical Inspection Chamber Detail
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NOTE:
350Ø restricted access

opening to be used where
depth of chamber to

invert is >1.2m

320/460Ø Inspection
Chamber by Polypipe
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Pipe Bedding for 100Ø/150Ø/225Ø
Plot Drainage Pipes
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D400 ductile iron slotted cover with 18mm slots
and recessed 3mm below concrete surround NOTE:

Channel drains to be installed strictly in accordance to
manufacturers specification & details. 100Ø in drives
and 150Ø in car parking and shared dirveway areas

Concrete recessed 5mm
below road surface NOTE:

Non-entry. Max depth to
invert 3m

600

Round ductile iron cover & frame
secured with clips  to BS EN 124
and BS 7903 Footways and
landscaped areas - Class B125

150mm deep GEN3
concrete collar

Well compacted DOT
type 1 sub base material
used as backfill.

Topsoil

Round ductile iron cover & frame
secured with clips to BS EN 124
and BS 7903 Gardens - Class A15

10mm single sized
processed granular
bedding material

Well compacted DOT
type 1 sub base material
used as backfill.

10mm single sized
processed granular
bedding material

10mm single size
processed granular
material

10mm single size
processed granular
material

DfT Type 1 material
compacted in layers not

exceeding 150mm

Selected as-dug material, free from
stones larger than 40mm, timber, frozen
material, vegetable matter. Backfill
should not be placed and compacted in
layers greater than 300mm

150mm deep GEN3 concrete
collar with flexible seal to shaft

10mm single sized processed
granular bedding material

Class B engineering brickwork
or precast concrete cover

frame seating rings

600 x 600 ductile iron D400
cover & frame

350Ø restricted access opening
to be used where depth of
chamber to invert is >1.2m

600Ø PE inspection chamber

 150mm thick GEN3
concrete surround

600Ø PE inspection chamber base
to suit incoming 150/225Ø pipes

Joints between base and shaft
and between shaft components
to be fitted with watertight seals
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Type 7 Embedment Class S
for 150Ø Pipe
in Access Road
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10mm single size
processed granular
material

Highway
reinstatement

6F2 recycled
capping material in
150mm thick layers

D400 grate to BS EN124:1994

Upper surface of gully grating shall
be set 6mm below finished level
and to the correct road profile

Class B Engineering brickwork
depth to suit, min 2 courses,
max 6 in class 1 mortar

150mm GEN3 concrete
bed and surround

450Ø x 900 Precast
concrete gully pot

Bend to suit

150mm GEN1 concrete
surround to gully connection

Typical PCC Road Gully Detail
Scale 1:20

10
0m

m
 u

ps
ta

nd

350

600Ø Inspection Chamber Detail
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Typical Channel Drain Detail
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Concrete surround
for Shallow Pipes
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GEN3 Concrete surround

18mm Compressible filler to
consist of bitumen impregnated

insulating board to BS EN 120 &
BS EN 317

GEN3 Concrete surround

Note: Pipes to be
bedded/surrounded with concrete
shall be supported on precast
concrete setting blocks, the top
face of each block being covered
with two layers of compressible
packing.

uPVC or PE pipes shall
be wrapped with a layer
of 125 micron thick
Polythene sheeting to BS
6076.
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1200
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Minimum depth
=0.35m (gardens and pathways)
or 1.20m (highways)
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Not permitted

Not permitted

Permitted location
where pipe < DN 150
(pipes should be
entirely in permitted areas)

Permitted Location of Sewers and Lateral
Drains in Proximity to Buildings

Scale 1:20

Floor construction
drawn indicative

Wall
constructions
drawn indicative

Permitted location
(pipes should be entirely
in permitted areas)

45.0°

Sited in driveways
& hard paved areas

Sited in domestic gardens
& landscaped areas

Sited in driveways
& hard paved areas Sited in domestic gardens

& landscaped areas

100mm GEN3 Concrete bed and
surround to manufacturer's details

100/150Ø Aco channel drain to Pringle
Homes specification laid with inbuilt
fall towards outfall sump unit

10mm single size
processed granular
material

Highway
reinstatement

6F2 recycled
capping material in
150mm thick layers

925 Max
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10mm single size
processed granular
material

Highway
reinstatement

6F2 recycled
capping material in
150mm thick layers

Ø150

Ø225

Ø300

Typical Manhole Detail - Type B
Depth from Cover Level To Soffit

Of Pipe 1.5m to 3m (1500Ø)
Scale 1:20
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Precast concrete cover
frame seating rings

(min 1, max 3)

Cover and frame to BS EN 124
& Clause E2.32 with minimum
600x600 clear opening

Class M1 mortar bedding
& haunching to cover &
frame to Clause E6.7

1500Ø precast concrete
shaft rings complying
with Clause E2.29
jointed with mortar

150 minimum GEN3
concrete surround to
barrel and socket of
cut pipe

GEN3 concrete base

Rocker pipe

150mm GEN3
concrete surround

Precast concrete cover slab
complying with E2.30

with a 600x750 opening

Double steps at 250 ctrs
vertically

PCC shaft, chamber sections
and cover slab to be bedded
with class M1 mortar

Construction joint
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75 GEN3
concrete blinding

Inverts formed
using channel pipes

Lifting holes in concrete
rings to be pointed
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Typical Manhole Detail - Type C
Depth from Cover Level To Soffit
Of Pipe Less Than 1.5m (1350Ø)

Scale 1:20
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150

Precast concrete cover
frame seating rings

(min 1, max 3)

1200x675 double triangular
ductile iron cover and frame
to BS EN 124 & Clause E2.32

Class M1 mortar bedding
& haunching to cover &
frame to Clause E6.7

1350Ø precast concrete
shaft rings complying
with Clause E2.29
jointed with mortar

150 minimum GEN3
concrete surround to barrel
and socket of cut pipe

GEN3 concrete base

Rocker pipe

150mm GEN3
concrete surround

Precast concrete cover slab
complying with E2.30

with a 600x750 opening

Double steps at 250 ctrs
vertically

PCC shaft, chamber sections
and cover slab to be bedded
with class M1 mortar

Construction joint
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75 GEN3
concrete blinding

Inverts formed
using channel pipes

Lifting holes in concrete
rings to be pointed

Type 7 Embedment Class S
for 225Ø Pipe
in Access Road

Scale 1:20

Type 7 Embedment Class S
for 300Ø Pipe
in Access Road

Scale 1:20 Kendal | 01539 729393 Lancaster | 01524 32548

Project:

Drawing
Title:

Project No: Drawing No: Rev:

BIM No:

Scale @ A1:

Drawn by:

First Issue:

Checked by:

Office of Origin:

Approved:

Client: Pringle Homes

Crow Trees Farm, Chatburn

Foul and Surface Water Drainage
Construction Details - 1 of 2

1:20 21/03/24 Kendal

JB TM TM

K39346 21 -

-

Rev Description Revised byDate

Issue Purpose:

Checked by Approved

Do not scale from this drawing

Approval

AutoCAD SHX Text
1 in 30

AutoCAD SHX Text
1 in 30


	Sheets and Views
	A1L-1


