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This drawing is to be read in conjunction with all relevant Architect, consultants' and

specialists' drawings and specifications. The Architect is to be notified of any

discrepancies before proceeding. Do not scale from this drawing. All dimensions and

levels are to be checked on site. This drawing is subject to copyright. All work carried out

before Planning and Building Permission has been granted is at the contractor/clients risk.

Unless indicated, this drawing is for information only. Sunderland Peacock and Associates

Ltd. accepts no liability for use of this drawing by parties other than the party for whom it

was prepared or for purposes other than those for which it was prepared. Do not scale

from this drawing. All dimensions to be checked prior to work commencing on site.

*

Denotes need for toughened safety glass.This is

to be fully assessed and confirmed for all new

windows and doors as part of a full site survey

undertaken by the Principal Contractor / window

manufacturer.

Notes:

All window and door openings are structural

openings, refer to elevations for details and

dimensions shown are approximate only have

been taken from the measured survey (by others).

All masonry / structural opening dimensions to be

fully measured on site by principal contractor /

manufacturer prior to manufacture of windows

and doors. The individual requirement for

toughened safety glass to each window to be

confirmed as part of detailed site measurements

by the principal contractor / window manufacturer

prior to ordering.

Denotes need for privacy / opaque glazing.This is

to be fully assessed and confirmed for all new

windows and doors as part of a full site survey

undertaken by the Principal Contractor / window

manufacturer.
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