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1.0

11

1.2

DESIGN BRIEF

The applicants’ design brief is to create a new dwelling that would be

capable of meeting long term contemporary living requirements for

families including:

a)

b)
b)
c)
d)
e)
f)
9)
h)

A family kitchen with dining and informal sitting space with
access out into a large rear garden

A utility room off the kitchen leading to a double garage

A study

A WC/ cloakroom

A sitting room

Five bedrooms

A house bathroom

Family hobby and recreational space

A large garden for recreation

The proposed development would need to be sensitive to the site and

the existing property adjacent to the application site.
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2.0

2.1

2.2

2.3

THE SITE

The application site is the eastern section of land which is situated
within the substantial residential curtilage of Springfield, a large
dwelling located off Whiteacre Lane in Barrow (shown in the
photograph below).

Photograph showing the front (south facing) facade of Springfield

Springfield is partly a double and single storey property with access off
Whiteacre Lane directly in front of the two storey part where the garage
is situated, as shown in the photograph below. Springfield appears to
have been built during the 1960/ 70’s and has a tile roof and mixture of
brick and painted render walls. There is a cantilevered balcony above
the garage doors with a large glazed first floor opening which appears

to serve a habitable room.

There is an existing gated access off Whiteacre Lane that leads on to a
private drive and garden in front of Springfield, as shown in the
photograph overleaf. The main garden is to the rear (north facing side)

of the dwelling which is partially separated from the application site by
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an existing hedge.



Photograph showing the existing access to Springfield.

2.4  The application site is located within an established residential area
which has a wide range of house sizes, types and styles which appear
to typical of what was built during the 1960/70s. The photographs
below and overleaf show two storey dwellings set back from Whiteacre

Lane with a tile roof and mixture of render, brick and timber clad walls.

Photograph showing an existing dwelling to the west of Springfield along

Whiteacre Lane, Barrow
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Photograph showing an example of existing dwellings along Whiteacre Lane.
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3.0

3.1

3.2

3.3

3.4

3.5

DESIGN STRATEGY

The proposed dwelling has been designed to comfortably occupy the
space available on the application site and would not affect the existing

house in terms of loss of light of amenity.

The proposed new dwelling would be set back from Whiteacre Lane
and a new shared vehicular and pedestrian access would be created.
The new access would lead to a private drive with a double garage and
two other off street parking spaces designed to allow cars to leave the
property in a forward gear. The new access would also improve
vehicular movements to the existing house by creating an in and out

arrangement.

The front facade of the proposed dwelling would face Whiteacre Lane
to reflect the architectural treatment of other dwellings along this road.
The garage would be positioned closest to the road and this would be
single storey and have a hipped roof to minimise the visual impact of

this in front of the main house.

The new dwelling has been designed to specifically suit its position on
the site and to ensure that there is sufficient variation to add interest
and quality to the streetscape along Whiteacre Lane. External walls
would be finished using a carefully selected palette of quality materials
to reflect surrounding properties which include stone, painted render

and timber effect cladding.

The proposed roofs would be roofs finished using natural slate and
hipped to minimise the massing and visual impact of the building and
over sailing eaves would add depth to the roof scape. Low level slate
roofs over the front entrance, utility room and rear door opening would
also reflect the treatment of the main roofs and add interest to the

overall architectural composition.
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3.6

3.7

3.8

The principal windows of habitable rooms have been located on the
front (south facing) and rear (north facing) elevations and only
secondary windows and non-habitable room openings would be
situated on the west facing side elevation - to ensure that there is no
loss of privacy to Springfield. Painted timber window frames and a
combination of painted timber and polyester powder coated aluminium
doors would be consistent with the applicants’ desire to achieve a

highly sustainable development using quality local sourced materials.

The proposed scheme incorporates proposals for sustainable energy
systems including air to water unit which would be discretely hidden on

the eastern wall of the utility room.
The proposed building would be positioned on the site to create a large

garden that would be in keeping with a well proportioned family

dwelling house.
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4.0

4.1

4.2

4.3

4.4

ACCESS STATEMENT

The proposed development would be submitted and built in accordance

with current building regulation approvals.

The proposed access would allow cars to enter and leave the site in a
forward gear and achieve satisfactory visibility sight lines along

Whiteacre Lane.

The proposed development would provide a sustainable balance
between internal accommodation and external utility and recreational

space.
The proposed development does not discriminate on any grounds

including but not restricted to ethnic background, age, sexual

orientation and religious beliefs.
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