
SITE BOUNDARY

RE-STOCKED NATIVE 

LANDSCAPING TO INCLUDE 

RE-INSTALLED HEDGE ROW. 

TO BE INSTALLED IN 

ACCORDANCE WITH TARGET 

NOTES 2 + 3 FROM THE 

ECOLOGY REPORT.
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SWEPT PATH ANALYSIS 

FOR A REFUGE TRUCK 

SURFACING SPECIFICATION

-GRASSCRETE

THE TRACK SURFACE WILL BE FORMED USING A 

HEAVY-DUTY GRASS REINFORCEMENT LAYER. 

THE REINFORCEMENT LAYER WILL BE LAID 

UPON A PERMEABLE SURFACE, THE 

PERMEABLE SURFACE WILL CONSIST OF 150MM 

OF 20MM CLEAN SHARP ANGULAR 

GRAVEL/STONE, COVERED WITH A GEOTEXTILE 

MEMBRANE. THE TOPPING WILL CONSIST OF A 

50MM 3:1 SOIL AND SAND MIXTURE WITH GRASS 

SEED ADDED AFTER THE INSTALLATION OF THE 

REINFORCEMENT SURFACE.

THE NEW ACCESS BETWEEN THE SITE AND 

SAWLEY ROAD SHALL BE CONSTRUCTED 

IN ACCORDANCE WITH LANCASHIRE 

COUNTY COUNCILS SPECIFICATION FOR 

CONSTRUCTION OF ESTATE ROADS TO AT 

LEAST BASE COURSE LEVEL. 
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